
POWER
TAKE-OFF

www.d-i.co.kr

   DPO

 

167

       

      

      

 Please scan the QR code for detailed information 

such as dimensions, pump mounting kit and control box.

Model Ratio
Max Input

RPM

Input Capacity
No. of
Clutch

No. Of 
Output 
Shaft

Output
Torque
(kgf.m)
(L/R)

Max
Output 

RPM

Weight
(kg)

Engine
mounting 

TypeHP kW

DPO167

0.6603 1981	 872	 650	

2	Clutches

(Left	/	Right)
2	~	4 160/160

3000	 380	

SAE#1,	2

PULLEY

0.7255 2177	 959	 715	 3000	 380	

0.8333 2500	 1101	 821	 3000	 382	

0.9556 2867	 1263	 942	 3000	 384	

1.3784 3000	 1322	 985	 2176	 392	

1.5143 3000	 1322	 985	 1981	 394	

DPO 167 can be mounted to the engine pulley or flywheel housing and has 2 output shafts

(only for pump mounting) each to be driven an independent clutch. 

It is possible to extend the output shaft up to 4 by installing a separate gearbox.



C type

3	outputs(right	side)	for	

pump	mounting	

A type

2	outputs	for	

pump	mounting	

B type

3	outputs(left	side)	for	

pump	mounting

D type

4	outputs	for	

pump	mounting	

Output Types

Rotation  Direction  TypeDPO167  Order  Code  Configuration

※	An	The	example	for	DPO	167	(F)	Ratio	0.66:1,

					Input	:	engine	pulley	mounting	

					Output	:	2	outputs		(A	type)

DPO- F 167 A 0.66:1 S

Engine  Direction(Pulley	or	Flywheel)

F  type	
Input	Rotation		
Direction

Engine	mounting	Type	
Pulley:	S		
Flywheel		Housing	:	
1-14",	2-11.5”

Ratio	
0.66:1,	0.72:1,	0.83:1
0.95:1,	1.37:1,	1.51:1

Output		Type
A,	B,	C,	D	

*Refer	to	output  types	

Model	
087,	160,	167,	210,	310,	410

Input	Rotation	Direction		
	F,		R	*Refer	to	right	picture

Dong-I	PTO

R  type	
Input	
Rotation		
Direction

F  type	
Output											
Rotation
Direction

R  type	
Output	
Rotation		
Direction
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