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Model Ratio
Max Input

RPM

Input Capacity
No. of
Clutch

No. Of 
Output 
Shaft

Output
Torque
(kgf.m)
(L/R)

Max
Output 

RPM

Weight
(kg)

Engine
mounting 

TypeHP kW

DPO410

0.6607 1784	 982	 732	

1	Clutch 2	~	4

400/0

200/200

0/400

2700	 371	

SAE#1,	2

PULLEY

0.7692 2077	 1144	 853	 2700	 369	

0.86 2322	 1279	 953	 2700	 369	

0.9787 2642	 1455	 1085	 2700	 373	

DPO 410 can be mounted to the engine pulley or flywheel housing and has 2 output shafts

(only for pump mounting) to be driven by 1 clutch. 

It is possible to extend the output shaft up to 4 by installing a separate gearbox.

Please scan the QR code for detailed information 

such as dimensions, pump mounting kit and control box.



 
Output

 

Types

C

 

type

3	outputs(right	side)	for	

pump	mounting	

A

 

type

2	outputs	for	

pump	mounting	

B

 

type

3	outputs(left	side)	for	

pump	mounting

D

 

type

4	outputs	for	

pump	mounting	

DPO410 Order Code Configuration Rotation Direction Type

※	An	The	example	for	DPO	410	(F)	Ratio	0.66:1,
					Input	:	engine	pulley	mounting	
					Output	:	2	outputs		(A	type)

DPO- F 410 A 0.66:1 S

Engine Direction(Pulley	or	Flywheel)

F type	
Input	Rotation		
Direction

Engine	mounting	Type
Pulley:	S		
Flywheel		Housing	:	
1-14",	2-11.5”

Ratio	
0.66:1,	0.76:1,	0.86:1,	0.97:1

Output		Type
A,	B,	C,	D	

*Refer	to	output types

Model		
087,	160,	167,	210,	310,	410

Input	Rotation	Direction	
F,		R	*Refer	to	right	picture

Dong-I	PTO

R type	
Input	
Rotation		
Direction

F type
Output											
Rotation
Direction

R type	
Output	
Rotation		
Direction
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