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The best choice for continuous duty vessels

4 thrust bearings supporting drive shaft.
Minimizing the variations on the power train at any moment

DL/BL 
Marine Transmission



Structure & Features

DL /BL Model
Features

•Designed in accordance with DNV GL certification rule.
•Applying the core technology tolerating severe working conditions.
•Highly elastic coupling of Centa applied.
•Easy maintenance structure.
•Compact & light weight.

Additional 2 thrust bearings assembled to the drive gear itself keep always correct gear contact areas
restraining shaft bending and enduring thrust power even in extraordinary cases of overloaded.

Taper roller bearing Taper roller bearing

Taper roller bearing Taper roller bearing

MODEL
STANDARD
BELL HOUSING

(SAE)

3.56

4.13

4.59

3.02, 3.28, 3.56, 4.07

4.48

4.95

3.02, 3.28, 3.56, 4.07

4.48

4.95

4.12, 4.48

5.11

5.62

5.91

RATIO

298

292

286

453

409

374

625

614

558

625

587

545

499

MAX INPUT
TORQUE(kgf.m)

0.305

0.300

0.293

0.465

0.420

0.383

0.641

0.630

0.572

0.642

0.602

0.559

0.512

kW

550

540

528

837

756

691

1154

1135

1031

1155

1085

1007

922

kW

CAPACITY/RPM 1800RPM

739

724

708

1123

1013

926

1549

1522

1383

1549

1455

1350

1237

HP

0.410

0.402

0.393

0.623

0.563

0.514

0.860

0.845

0.768

0.860

0.808

0.750

0.686

HP

DMT330DL

DMT450DL

DMT600DL

DMT600BL

0, 1

0, 1

0

0

13, Namgang-ro 1367 beon-gil, Jinju-si, Gyeongsangnam-do, Korea (52781)

TEL +82-55-760-5520 / FAX +82-55-760-5529

Email : dicl@d-i.co.kr / Website : www.d-i.co.kr 
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MARINE TRANSMISSON
STEERING SYSTEM
POWER TAKE OFF


