
*Special Order Ratio

※ The dry weight is the weight that excludes bell housing, coupling (rubber block, dual stage, Centa flexible) and propeller  

    coupling from the standard scope of supply. 

※ The capacity for classification may differ from the capacity on the table, please contact our sales team. 

※ SAE4 bell housing comes standard with A rubber block coupling. 

DMT25AL 1.64*, 2.07, 2.52, 2.96, 3.32 294 3500 3, 4, 5 68740.041 5530 0.030

Model

HPHP kW

Ratio

kW

Max
Input
(RPM)

Bell 
Housing
(SAE)

DRY 
WEIGHT
(kg)

Max Input 
Torque

(N.m)(kgf.m)

Capacity/RPM Capacity/1800RPM

■ Standard Scope Of Supply
•Bell Housing (SAE 3, 4, 5)

•Rubber Block Coupling (11.5", 10", 7.5")

•Propeller Coupling, Reamer Bolt

•Manual Control Valve

•Oil Cooler

•Cable Bracket

■ Options
•Manual Trolling Valve

•Electronic Control Valve(12V,24V)

•Manual Trolling Valve + Electronic Control Valve(12V,24V)

•Mounting Bracket (Flat type, L type)

www.d-i.co.kr

MARINE
TRANSMISSION
DMT25AL



■ DMT25AL Dimensions
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■ Standard Scope Of Supply
•Bell Housing (SAE 1, 2, 3, 4)

•Rubber Block Coupling (10")

•Dual Stage Coupling(14" 11.5")

•Propeller Coupling, Reamer Bolt

•Manual Control Valve

•Oil Cooler

•Cable Bracket

■ Options
•Manual Trolling Valve

•Electronic Control Valve(12V,24V)

•Manual Trolling Valve + Electronic Control Valve(12V,24V)

•Mounting Bracket (Flat type, L type)

www.d-i.co.kr

*Special Order Ratio

※ The dry weight is the weight that excludes bell housing, coupling (rubber block, dual stage, Centa flexible) and propeller  

    coupling from the standard scope of supply. 

※ The capacity for classification may differ from the capacity on the table, please contact our sales team. 

※ SAE4 bell housing comes standard with A rubber block coupling. 

DMT50A 1.61*, 2.06, 2.45, 2.82, 3.12, 3.46 539 3000 1, 2, 3, 4 1261360.075 10155 0.056

Model

HPHP kW

Ratio

kW

Max
Input
(RPM)

Bell 
Housing
(SAE)

DRY 
WEIGHT
(kg)

Max Input 
Torque

(N.m)(kgf.m)

Capacity/RPM Capacity/1800RPM

MARINE
TRANSMISSION
DMT50A
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■ DMT50A Dimensions
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■ Options
•Manual Trolling Valve

•Electronic Control Valve(12V,24V)

•Manual Trolling Valve + Electronic Control Valve(12V,24V)

•Mounting Bracket (Flat type, L type)

www.d-i.co.kr

*Special Order Ratio

※ The dry weight is the weight that excludes bell housing, coupling (rubber block, dual stage, Centa flexible) and propeller  

    coupling from the standard scope of supply. 

※ The capacity for classification may differ from the capacity on the table, please contact our sales team.  

DMT90A 1.61*, 2.06, 2.45, 2.82, 3.12, 3.46 857 3000 1, 2, 3, 4 1352160.12 16187 0.089

Model

HPHP kW

Ratio

kW

Max
Input
(RPM)

Bell 
Housing
(SAE)

DRY 
WEIGHT
(kg)

Max Input 
Torque

(N.m)(kgf.m)

Capacity/RPM Capacity/1800RPM

MARINE
TRANSMISSION
DMT90A

■ Standard Scope Of Supply
•Bell Housing (SAE 1, 2, 3, 4)

•Rubber Block Coupling (10")

•Dual Stage Coupling(14" 11.5")

•Propeller Coupling, Reamer Bolt

•Manual Control Valve

•Oil Cooler

•Cable Bracket
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■ Standard Scope Of Supply
•Bell Housing (SAE 1, 2, 3)

•Dual Stage Coupling(14" 11.5")

•Propeller Coupling, Reamer Bolt

•Manual Control Valve

•Oil Cooler

•Cable Bracket

■ Options
•Manual Trolling Valve

•Electronic Control Valve(12V,24V)

•Manual Trolling Valve + Electronic Control Valve(12V,24V)

•Mounting Bracket (Flat type, L type)

www.d-i.co.kr

MARINE
TRANSMISSION
DMT100HL

※ The dry weight is the weight that excludes bell housing, coupling (rubber block, dual stage, Centa flexible) and propeller  

    coupling from the standard scope of supply. 

※ The capacity for classification may differ from the capacity on the table, please contact our sales team.

DMT100HL

4.07, 4.50, 4.95

5.29

5.95

873

843

735

3000

3000

3000

1, 2, 3 251

219

213

185

0.122

0.118

0.103

164

158

138

89

86

75

0.091

0.088

0.076

Model

HPHP kW

Ratio

kW

Max
Input
(RPM)

Bell 
Housing
(SAE)

DRY 
WEIGHT
(kg)

Max Input 
Torque

(N.m)(kgf.m)

Capacity/RPM Capacity/1800RPM
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■ DMT100HL Dimensions
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■ Standard Scope Of Supply
•Bell Housing (SAE 2, 3)

•Dual Stage Coupling(11.5")

•Propeller Coupling, Reamer Bolt

•Manual Control Valve

•Oil Cooler

•Cable Bracket

■ Options
•Manual Trolling Valve

•Electronic Control Valve(12V,24V)

•Manual Trolling Valve + Electronic Control Valve(12V, 24V)

•Mounting Bracket (Flat type, L type)

www.d-i.co.kr

*Special Order Ratio

※ The dry weight is the weight that excludes bell housing, coupling (rubber block, dual stage, Centa flexible) and propeller  

    coupling from the standard scope of supply. 

※ The capacity for classification may differ from the capacity on the table, please contact our sales team.

DMT100IV 1.21*, 1.54, 1.84, 2.12, 2.52 1011 4000 2, 3 1482250.141 190103 0.105

Model

HPHP kW

Ratio

kW

Max
Input
(RPM)

Bell 
Housing
(SAE)

DRY 
WEIGHT
(kg)

Max Input 
Torque

(N.m)(kgf.m)

Capacity/RPM Capacity/1800RPM
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■ Standard Scope Of Supply
•Bell Housing (SAE 1, 2, 3)

•Dual Stage Coupling(14" 11.5")

•Propeller Coupling, Reamer Bolt

•Manual Control Valve

•Oil Cooler

•Cable Bracket

■ Options
•Manual Trolling Valve

•Electronic Control Valve(12V,24V)

•Manual Trolling Valve + Electronic Control Valve(12V, 24V)

•Mounting Bracket (Flat type, L type)

www.d-i.co.kr

*Special Order Ratio

※ The dry weight is the weight that excludes bell housing, coupling (rubber block, dual stage, Centa flexible) and propeller  

    coupling from the standard scope of supply. 

※ The capacity for classification may differ from the capacity on the table, please contact our sales team.

DMT110A 1.77*, 2.09, 2.42, 2.82, 3.19, 3.81 1079 2800 1, 2, 3 1792720.151 202110 0.112

Model

HPHP kW

Ratio

kW

Max
Input
(RPM)

Bell 
Housing
(SAE)

DRY 
WEIGHT
(kg)

Max Input 
Torque

(N.m)(kgf.m)

Capacity/RPM Capacity/1800RPM

MARINE
TRANSMISSION
DMT110A
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*Special Order Ratio

※ The dry weight is the weight that excludes bell housing, coupling (rubber block, dual stage, Centa flexible) and propeller  

    coupling from the standard scope of supply. 

※ The capacity for classification may differ from the capacity on the table, please contact our sales team.

DMT140H 1.77*, 2.09, 2.42, 2.82, 3.19, 3.81 1079 2800 1, 2, 3 1792720.151 202110 0.112

Model

HPHP kW

Ratio

kW

Max
Input
(RPM)

Bell 
Housing
(SAE)

DRY 
WEIGHT
(kg)

Max Input 
Torque

(N.m)(kgf.m)

Capacity/RPM Capacity/1800RPM

■ Standard Scope Of Supply
•Bell Housing (SAE 1, 2, 3)

•Dual Stage Coupling(14" 11.5")

•Propeller Coupling, Reamer Bolt

•Manual Control Valve

•Oil Cooler

•Cable Bracket

■ Options
•Manual Trolling Valve

•D-Trolling Valve

•Electronic Control Valve(12V,24V)

•Manual Trolling Valve + Electronic Control Valve(12V,24V)

•Mounting Bracket (Flat type, L type)

www.d-i.co.kr
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■ DMT140H Dimensions

mm

0
-0.02

KHGFEDCBA

30.120104Ø117Ø100Ø75 Ø10.9 6-M10 P1.25

140

mm

ØJI

197

H

249

G

388

F

195

E

335

B

487

A

224 386

mm

25

39

39

K

-

-

-

M(2)

75

35

35

M(1)

466

325

325

D

511

447

409

CDriving Ring

SAE#1

SAE#2

SAE#3

14"

11.5"

11.5"

Bell Housing Standard

Copyright (C) D-I INDUSTRIAL CO., LTD. All rights reserved.

(52781) 13, Namgang-ro 1367 beon-gil, Jinju-si, Gyeongsangnam-do, Korea 

TEL +82-55-760-5520 / FAX +82-55-760-5529 / Email : dicl@d-i.co.kr

[B
2

1
0

7
A

0
9

N
O

1
E

]



■ Standard Scope Of Supply
•Bell Housing (SAE 1, 2, 3)

•Dual Stage Coupling(14" 11.5")

•Propeller Coupling, Reamer Bolt

•Manual Control Valve

•Oil Cooler

•Cable Bracket

■ Options
•Manual Trolling Valve

•Electronic Control Valve(12V,24V)

•Manual Trolling Valve + Electronic Control Valve(12V,24V)

•Mounting Bracket (Flat type, L type)

www.d-i.co.kr

MARINE
TRANSMISSION
DMT135HL

※ The dry weight is the weight that excludes bell housing, coupling (rubber block, dual stage, Centa flexible) and propeller  

    coupling from the standard scope of supply. 

※ The capacity for classification may differ from the capacity on the table, please contact our sales team.

DMT135HL
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Model

HPHP kW

Ratio

kW

Max
Input
(RPM)

Bell 
Housing
(SAE)

DRY 
WEIGHT
(kg)

Max Input 
Torque

(N.m)(kgf.m)

Capacity/RPM Capacity/1800RPM
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■ Standard Scope Of Supply
•Bell Housing (SAE 1, 2, 3)

•Dual Stage Coupling(14" 11.5")

•Propeller Coupling, Reamer Bolt

•Manual Control Valve

•Oil Cooler

•Cable Bracket

•Live PTO

■ Options
•Manual Trolling Valve

•Electronic Control Valve(12V,24V)

•Manual Trolling Valve + Electronic Control Valve(12V,24V)

•Mounting Bracket (Flat type, L type)

•Parts for Live PTO(Pump Pad, Coupling)

www.d-i.co.kr

*Special Order Ratio

※ The dry weight is the weight that excludes bell housing, coupling (rubber block, dual stage, Centa flexible) and propeller  

    coupling from the standard scope of supply. 

※ The capacity for classification may differ from the capacity on the table, please contact our sales team.

MARINE
TRANSMISSION
DMTP5100

DMT5100
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Model

HPHP kW

Ratio
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Input
(RPM)

Bell 
Housing
(SAE)

DRY 
WEIGHT
(kg)

Max Input 
Torque

(N.m)(kgf.m)

Capacity/RPM Capacity/1800RPM
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■ Standard Scope Of Supply
•Bell Housing (SAE 1, 2)

•Dual Stage Coupling(14" 11.5")

•Propeller Coupling, Reamer Bolt

•Manual Control Valve

•Oil Cooler

•Cable Bracket

■ Options
•Manual Trolling Valve

•D-trolling Valve

•Electronic Control Valve(12V,24V)

•Manual Trolling Valve + Electronic Control Valve(12V,24V)

•Centa Flexible Coupling (14")

•Mounting Bracket (Flat type, L type)

www.d-i.co.kr

*Special Order Ratio

※ The dry weight is the weight that excludes bell housing, coupling (rubber block, dual stage, Centa flexible) and propeller  

    coupling from the standard scope of supply. 

※ The capacity for classification may differ from the capacity on the table, please contact our sales team.  

DMT150H 1.83*, 2.09, 2.51, 3.08, 3.43 1648 2500 1, 2 2674160.231 310168 0.172

Model

HPHP kW

Ratio

kW

Max
Input
(RPM)

Bell 
Housing
(SAE)

DRY 
WEIGHT
(kg)

Max Input 
Torque

(N.m)(kgf.m)

Capacity/RPM Capacity/1800RPM
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■ Standard Scope Of Supply
•Bell Housing (SAE 1, 2)

•Dual Stage Coupling(14" 11.5")

•Propeller Coupling, Reamer Bolt

•Manual Control Valve

•Oil Cooler

•Cable Bracket

■ Options
•Manual Trolling Valve

•D-trolling Valve

•Electronic Control Valve(12V,24V)

•Manual Trolling Valve + Electronic Control Valve(12V,24V)

•Centa Flexible Coupling (14")

•Mounting Bracket (Flat type, L type)

www.d-i.co.kr

※ The dry weight is the weight that excludes bell housing, coupling (rubber block, dual stage, Centa flexible) and propeller  

    coupling from the standard scope of supply. 

※ The capacity for classification may differ from the capacity on the table, please contact our sales team.

DMT170HL 4.04, 4.48 1648 2500 1, 2 3264160.231 310168 0.172 

Model

HPHP kW

Ratio

kW

Max
Input
(RPM)

Bell 
Housing
(SAE)

DRY 
WEIGHT
(kg)

Max Input 
Torque

(N.m)(kgf.m)

Capacity/RPM Capacity/1800RPM
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※ The dry weight is the weight that excludes bell housing, coupling (rubber block, dual stage, Centa flexible) and propeller  

    coupling from the standard scope of supply. 

※ The capacity for classification may differ from the capacity on the table, please contact our sales team.

DMT180HL 5.15, 5.96 1648 2500 4631, 24160.231 310168 0.172

Model

HPHP kW

Ratio

kW

Max
Input
(RPM)

Bell 
Housing
(SAE)

DRY 
WEIGHT
(kg)

Max Input 
Torque

(N.m)(kgf.m)

Capacity/RPM Capacity/1800RPM

■ Standard Scope Of Supply
•Bell Housing (SAE 1, 2)

•Dual Stage Coupling(14" 11.5")

•Propeller Coupling, Reamer Bolt

•Manual Control Valve

•Oil Cooler

•Cable Bracket

■ Options
•Manual Trolling Valve

•D-trolling Valve

•Electronic Control Valve(12V,24V)

•Manual Trolling Valve + Electronic Control Valve(12V,24V)

•Centa Flexible Coupling (14")

•Mounting Bracket (Flat type, L type)

www.d-i.co.kr
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■ Standard Scope Of Supply
•Bell Housing (SAE 1, 2)

•Centa Flexible Coupling (14")

•Dual Stage Coupling(11.5")

•Propeller Coupling, Reamer Bolt

•Manual Control Valve

•Oil Cooler

•Cable Bracket

■ Options
•Manual Trolling Valve

•D-trolling Valve

•Electronic Control Valve(12V,24V)

•Manual Trolling Valve + Electronic Control Valve(12V,24V)

•Centa Flexible Coupling (14")

•Mounting Bracket (Flat type, L type)

www.d-i.co.kr

*Special Order Ratio

※ The dry weight is the weight that excludes bell housing, coupling (rubber block, dual stage, Centa flexible) and propeller  

    coupling from the standard scope of supply. 

※ The capacity for classification may differ from the capacity on the table, please contact our sales team.

DMT190H 1.83*, 2.09, 2.51, 3.08, 3.43 1765 2500 1, 2 2784460.247 332180 0.184

Model

HPHP kW

Ratio

kW

Max
Input
(RPM)

Bell 
Housing
(SAE)

DRY 
WEIGHT
(kg)

Max Input 
Torque

(N.m)(kgf.m)

Capacity/RPM Capacity/1800RPM

MARINE
TRANSMISSION
DMT190H
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■ DMT190H Dimensions
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※ M(1) : Standard Coupling Dimension, M(2) : High Flexible Coupling Dimension
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■ Standard Scope Of Supply
•Bell Housing (SAE 1, 2)

•Centa Flexible Coupling (14")

•Dual Stage Coupling(11.5")

•Propeller Coupling, Reamer Bolt

•Manual Control Valve

•Oil Cooler

•Cable Bracket

■ Options
•Manual Trolling Valve

•D-trolling Valve

•Electronic Control Valve(12V,24V)

•Manual Trolling Valve + Electronic Control Valve(12V,24V)

•Centa Flexible Coupling (14")

•Mounting Bracket (Flat type, L type)

www.d-i.co.kr

※ The dry weight is the weight that excludes bell housing, coupling (rubber block, dual stage, Centa flexible) and propeller  

    coupling from the standard scope of supply. 

※ The capacity for classification may differ from the capacity on the table, please contact our sales team.

DMT190HL 4.04, 4.48 1765 2500 3341, 24460.247 332180 0.184

Model

HPHP kW

Ratio

kW

Max
Input
(RPM)

Bell 
Housing
(SAE)

DRY 
WEIGHT
(kg)

Max Input 
Torque

(N.m)(kgf.m)

Capacity/RPM Capacity/1800RPM

MARINE
TRANSMISSION
DMT190HL
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■ DMT190HL Dimensions
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*Special Order Ratio

※ The dry weight is the weight that excludes bell housing, coupling (rubber block, dual stage, Centa flexible) and propeller 

 coupling from the standard scope of supply.

※ The capacity for classification may differ from the capacity on the table, please contact our sales team.

DMT220DL

3.50*, 4.04

4.47 

4.72 

2059 

1942 

1735 

2500 

2500 

2500 

1, 2 403

520 

491 

437 

0.289 

0.273 

0.243 

389

365

327

210 

198 

177 

0.216

0.203

0.182

Model

HPHP kW

Ratio

kW

Max
Input
(RPM)

Bell 
Housing
(SAE)

DRY 
WEIGHT
(kg)

Max Input 
Torque

(N.m)(kgf.m)

Capacity/RPM Capacity/1800RPM

■ Standard Scope Of Supply
•Bell Housing (SAE 1, 2) 

•Centa Flexible Coupling (14")

•Dual Stage Coupling(11.5") 

•Propeller Coupling, Reamer Bolt

•Manual Control Valve

•Oil Cooler

•Cable Bracket

•Live PTO

■ Options
•Manual Trolling Valve

•Electronic Control Valve(12V, 24V)

•Manual Trolling Valve + 

 Electronic Control Valve(12V, 24V)

•Mounting Bracket (Flat type, L type)

•Parts for Live PTO(Pump Pad, Coupling)

www.d-i.co.kr
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■ DMT220DL Dimensions
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※ M(1) : Standard Coupling Dimension, M(2) : High Flexible Coupling Dimension
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■ Standard Scope Of Supply
•Bell Housing (SAE 0, 1)

•Centa Flexible Coupling (18", 14")

•Propeller Coupling, Reamer Bolt

•Manual Control Valve

•Oil Cooler

•Cable Bracket

■ Options
•Manual Trolling Valve

•D-trolling Valve

•Electronic Control Valve(12V,24V)

•Manual Trolling Valve + Electronic Control Valve(12V,24V)

•Mounting Bracket (Flat type, L type)

www.d-i.co.kr

*Special Order Ratio

※ The dry weight is the weight that excludes bell housing, coupling (rubber block, dual stage, Centa flexible) and propeller  

    coupling from the standard scope of supply. 

※ The capacity for classification may differ from the capacity on the table, please contact our sales team.

DMT240H 1.50*, 1.97*, 2.44, 2.93, 3.40 2138 2500 0, 1 3465400.299 402218 0.223

Model

HPHP kW

Ratio

kW

Max
Input
(RPM)

Bell 
Housing
(SAE)

DRY 
WEIGHT
(kg)

Max Input 
Torque

(N.m)(kgf.m)

Capacity/RPM Capacity/1800RPM

MARINE
TRANSMISSION
DMT240H
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■ DMT240H Dimensions
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■ Standard Scope Of Supply
•Bell Housing (SAE 0, 1)

•Centa Flexible Coupling (18", 14")

•Propeller Coupling, Reamer Bolt

•Manual Control Valve

•Oil Cooler

•Cable Bracket

■ Options
•Manual Trolling Valve

•Electronic Control Valve(12V,24V)

•Manual Trolling Valve + Electronic Control Valve(12V,24V)

•Mounting Bracket (Flat type, L type)

www.d-i.co.kr

*Special Order Ratio

※ The dry weight is the weight that excludes bell housing, coupling (rubber block, dual stage, Centa flexible) and propeller  

    coupling from the standard scope of supply. 

※ The capacity for classification may differ from the capacity on the table, please contact our sales team.

DMT260H 2.06, 2.50, 2.92, 3.26 2530 2500 0, 1 3686390.354 476258 0.264

Model

HPHP kW

Ratio

kW

Max
Input
(RPM)

Bell 
Housing
(SAE)

DRY 
WEIGHT
(kg)

Max Input 
Torque

(N.m)(kgf.m)

Capacity/RPM Capacity/1800RPM

MARINE
TRANSMISSION
DMT260H
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■ Standard Scope Of Supply
•Bell Housing (SAE 0, 1)

•Centa Flexible Coupling (18", 14")

•Propeller Coupling, Reamer Bolt

•Manual Control Valve

•Oil Cooler

•Cable Bracket

■ Options
•Manual Trolling Valve

•Electronic Control Valve(12V,24V)

•Manual Trolling Valve + Electronic Control Valve(12V,24V)

•Mounting Bracket (Flat type, L type)

www.d-i.co.kr

MARINE
TRANSMISSION
DMT260HL

※ The dry weight is the weight that excludes bell housing, coupling (rubber block, dual stage, Centa flexible) and propeller  

    coupling from the standard scope of supply. 

※ The capacity for classification may differ from the capacity on the table, please contact our sales team.

DMT260HL
3.53, 4.08, 4.52

5.04

2530

2344

2500

2500
0, 1 512

639
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239

0.264
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Model

HPHP kW

Ratio

kW

Max
Input
(RPM)

Bell 
Housing
(SAE)

DRY 
WEIGHT
(kg)

Max Input 
Torque

(N.m)(kgf.m)

Capacity/RPM Capacity/1800RPM
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■ Standard Scope Of Supply
•Bell Housing (SAE 0, 1)

•Centa Flexible Coupling (18", 14")

•Propeller Coupling, Reamer Bolt

•Manual Control Valve

•Oil Cooler

•Cable Bracket

•Live PTO

■ Options
•Manual Trolling Valve

•Electronic Control Valve(12V,24V)

•Manual Trolling Valve + Electronic Control Valve(12V,24V)

•Mounting Bracket (Flat type, L type)

•Parts for Live PTO(Pump Pad, Coupling)

www.d-i.co.kr

MARINE
TRANSMISSION
DMTP6500

DMTP6500
5.11, 5.62*, 5.91

6.57*, 6.95

2530

2334

2300

2300
0, 1 834

639

590

0.355

0.328

476

440

258

238

0.264

0.244

Model

HPHP kW

Ratio

kW

Max
Input
(RPM)

Bell 
Housing
(SAE)

DRY 
WEIGHT
(kg)

Max Input 
Torque

(N.m)(kgf.m)

Capacity/RPM Capacity/1800RPM

*Special Order Ratio

※ The dry weight is the weight that excludes bell housing, coupling (rubber block, dual stage, Centa flexible) and propeller 

 coupling from the standard scope of supply.

※ The capacity for classification may differ from the capacity on the table, please contact our sales team.
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※ The dry weight is the weight that excludes bell housing, coupling (rubber block, dual stage, Centa flexible) and propeller  

    coupling from the standard scope of supply. 

※ The capacity for classification may differ from the capacity on the table, please contact our sales team.

DMT280H 2.06, 2.50, 2.92, 3.26 2927 2500 0, 1 3837390.41 550298 0.306

Model

HPHP kW

Ratio

kW

Max
Input
(RPM)

Bell 
Housing
(SAE)

DRY 
WEIGHT
(kg)

Max Input 
Torque

(N.m)(kgf.m)

Capacity/RPM Capacity/1800RPM

■ Standard Scope Of Supply
•Bell Housing (SAE 0, 1) 

•Centa Flexible Coupling (18", 14") 

•Propeller Coupling, Reamer Bolt 

•Manual Control Valve 

•Oil Cooler 

•Cable Bracket

■ Options
•Manual Trolling Valve

•Electronic Control Valve(12V,24V)

•Manual Trolling Valve + Electronic Control Valve(12V,24V)

•Mounting Bracket (Flat type, L type)

www.d-i.co.kr
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■ DMT280H Dimensions
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■ Standard Scope Of Supply
•Bell Housing (SAE 0, 1)

•Centa Flexible Coupling (18", 14")

•Propeller Coupling, Reamer Bolt

•Manual Control Valve

•Oil Cooler

•Cable Bracket

■ Options
•Manual Trolling Valve

•Electronic Control Valve(12V,24V)

•Manual Trolling Valve + Electronic Control Valve(12V,24V)

•Mounting Bracket (Flat type, L type)

www.d-i.co.kr

MARINE
TRANSMISSION
DMT300HL

※ The dry weight is the weight that excludes bell housing, coupling (rubber block, dual stage, Centa flexible) and propeller  

    coupling from the standard scope of supply. 

※ The capacity for classification may differ from the capacity on the table, please contact our sales team.

DMT300HL

3.56

4.13

4.59

2926

2868

2805

2300

2300

2300

0, 1 622

739

724

708

0.410

0.402

0.393

550

540

528

298

292

286

0.305

0.300

0.293

Model

HPHP kW

Ratio

kW

Max
Input
(RPM)

Bell 
Housing
(SAE)

DRY 
WEIGHT
(kg)

Max Input 
Torque

(N.m)(kgf.m)

Capacity/RPM Capacity/1800RPM
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■ Standard Scope Of Supply
•Bell Housing (SAE 0, 1)

•Centa Flexible Coupling (18", 14")

•Propeller Coupling, Reamer Bolt

•Manual Control Valve

•Oil Cooler

•Cable Bracket

■ Options
•Manual Trolling Valve

•Electronic Control Valve(12V, 24V)

•Manual Trolling Valve + 

 Electronic Control Valve(12V, 24V)

•Mounting Bracket (Flat type, L type)

※ The dry weight is the weight that excludes bell housing, coupling (rubber block, dual stage, Centa flexible) and propeller 

 coupling from the standard scope of supply.

※ The capacity for classification may differ from the capacity on the table, please contact our sales team.

DMT330DL

3.56

4.13
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Model

HPHP kW

Ratio

kW

Max
Input
(RPM)

Bell 
Housing
(SAE)

DRY 
WEIGHT
(kg)

Max Input 
Torque

(N.m)(kgf.m)

Capacity/RPM Capacity/1800RPM
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■ Standard Scope Of Supply
•Bell Housing (SAE 0, 1) 

•Centa Flexible Coupling (18", 14") 

•Propeller Coupling, Reamer Bolt 

•Manual Control Valve 

•Oil Cooler 

•Cable Bracket 

•Live PTO 

■ Options
•Manual Trolling Valve

•Electronic Control Valve(12V,24V)

•Manual Trolling Valve + Electronic Control Valve(12V,24V)

•Mounting Bracket (Flat type, L type)

•Parts for Live PTO(Pump Pad, Coupling)

www.d-i.co.kr

*Special Order Ratio

※ The dry weight is the weight that excludes bell housing, coupling (rubber block, dual stage, Centa flexible) and propeller  

    coupling from the standard scope of supply. 

※ The capacity for classification may differ from the capacity on the table, please contact our sales team.

MARINE
TRANSMISSION
DMT400H

DMT400H

1.43*, 1.72*, 2.03

2.46
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4443
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Model

HPHP kW

Ratio

kW

Max
Input
(RPM)

Bell 
Housing
(SAE)

DRY 
WEIGHT
(kg)

Max Input 
Torque

(N.m)(kgf.m)

Capacity/RPM Capacity/1800RPM
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■ Standard Scope Of Supply
•Bell Housing (SAE 0, 1)

•Centa Flexible Coupling (18", 14")

•Propeller Coupling, Reamer Bolt

•Manual Control Valve

•Oil Cooler

•Cable Bracket

■ Options
•Manual Trolling Valve

•Electronic Control Valve(12V,24V)

•Manual Trolling Valve + Electronic Control Valve(12V,24V)

•Mounting Bracket (Flat type, L type)

www.d-i.co.kr

MARINE
TRANSMISSION
DMT430H

※ The dry weight is the weight that excludes bell housing, coupling (rubber block, dual stage, Centa flexible) and propeller  

    coupling from the standard scope of supply. 

※ The capacity for classification may differ from the capacity on the table, please contact our sales team.

DMT430H

2.05, 2.43, 2.93

3.23

3.40

4443

4218

4002

2300

2300

2300

0, 1 664

1122

1065

1011

0.623

0.591

0.562

836

794

754

453

430

408

0.464

0.440

0.418

Model

HPHP kW

Ratio

kW

Max
Input
(RPM)

Bell 
Housing
(SAE)

DRY 
WEIGHT
(kg)

Max Input 
Torque

(N.m)(kgf.m)

Capacity/RPM Capacity/1800RPM
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■ Standard Scope Of Supply
•Bell Housing (SAE 0, 1) 

•Centa Flexible Coupling (18", 14") 

•Propeller Coupling, Reamer Bolt 

•Manual Control Valve 

•Oil Cooler 

•Cable Bracket 

■ Options
•Manual Trolling Valve

•Electronic Control Valve(12V, 24V)

•Manual Trolling Valve + 

 Electronic Control Valve(12V, 24V)

•Mounting Bracket (Flat type, L type)

*Special Order Ratio

※ The dry weight is the weight that excludes bell housing, coupling (rubber block, dual stage, Centa flexible) and propeller 

 coupling from the standard scope of supply.

※ The capacity for classification may differ from the capacity on the table, please contact our sales team.

DMT450DL

3.02*, 3.28*, 3.56, 4.07

4.48

4.95

4445

4014

3668

2400

2400

2400

0, 1 964

1123

1013

926

0.623

0.563

0.514

837

756

691

453

409

374

0.465

0.420

0.383

Model

HPHP kW

Ratio

kW

Max
Input
(RPM)

Bell 
Housing
(SAE)

DRY 
WEIGHT
(kg)

Max Input 
Torque

(N.m)(kgf.m)

Capacity/RPM Capacity/1800RPM

www.d-i.co.kr
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■ Standard Scope Of Supply
•Bell Housing (SAE 0, 1)

•Centa Flexible Coupling (18", 14")

•Propeller Coupling, Reamer Bolt

•Manual Control Valve

•Oil Cooler

•Cable Bracket

■ Options
•Manual Trolling Valve

•Electronic Control Valve(12V,24V)

•Manual Trolling Valve + Electronic Control Valve(12V,24V)

•Mounting Bracket (Flat type, L type)

www.d-i.co.kr

MARINE
TRANSMISSION
DMT460HL

DMT460HL

3.02*, 3.28*, 3.56, 4.07

4.48

4.95

4445

4014

3668

2300

2300

2300

0, 1 763

1123 

1013 

926

0.623

0.563

0.514

837

756

691

453

409

374

0.465

0.420

0.383

Model

HPHP kW

Ratio

kW

Max
Input
(RPM)

Bell 
Housing
(SAE)

DRY 
WEIGHT
(kg)

Max Input 
Torque

(N.m)(kgf.m)

Capacity/RPM Capacity/1800RPM

*Special Order Ratio

※ The dry weight is the weight that excludes bell housing, coupling (rubber block, dual stage, Centa flexible) and propeller 

 coupling from the standard scope of supply.

※ The capacity for classification may differ from the capacity on the table, please contact our sales team.
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■ Standard Scope Of Supply
•Bell Housing (SAE 0)

•Centa Flexible Coupling (18")

•Propeller Coupling, Reamer Bolt

•Manual Control Valve

•Oil Cooler

•Cable Bracket

■ Options
•Manual Trolling Valve

•Electronic Control Valve(12V,24V)

•Manual Trolling Valve + Electronic Control Valve(12V,24V)

•Mounting Bracket (Flat type, L type)

www.d-i.co.kr

MARINE
TRANSMISSION
DMT550H

*Special Order Ratio

※ The dry weight is the weight that excludes bell housing, coupling (rubber block, dual stage, Centa flexible) and propeller 

 coupling from the standard scope of supply.

※ The capacity for classification may differ from the capacity on the table, please contact our sales team.

DMT550H

1.43*, 1.64* 1.81*, 2.03

2.33

2.60

2.91

5407

5269

4757

3963

2300

2300

2300

2300

0, 1 630

1366

1332

1201

1001

0.758

0.739

0.667

0.556

1018 

993

896

747

551

537

485

404

0.565

0.551

0.497

0.415

Model

HPHP kW

Ratio

kW

Max
Input
(RPM)

Bell 
Housing
(SAE)

DRY 
WEIGHT
(kg)

Max Input 
Torque

(N.m)(kgf.m)

Capacity/RPM Capacity/1800RPM
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■ Standard Scope Of Supply
•Bell Housing (SAE 0)

•Centa Flexible Coupling (18")

•Propeller Coupling, Reamer Bolt

•Manual Control Valve

•Oil Cooler

•Cable Bracket

■ Options
•Manual Trolling Valve

•Electronic Control Valve(12V,24V)

•Manual Trolling Valve + Electronic Control Valve(12V,24V)

•Mounting Bracket (Flat type, L type)

www.d-i.co.kr

MARINE
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DMT561HL

DMT561HL

3.02*, 3.28*, 3.56, 4.07

4.48

4.95

5395

5160

4267

2300

2300

2300

0 898

1363

1303

1078

0.756

0.723

0.598

1016

972

804

550

526

435

0.564

0.540

0.446

Model

HPHP kW

Ratio

kW

Max
Input
(RPM)

Bell 
Housing
(SAE)

DRY 
WEIGHT
(kg)

Max Input 
Torque

(N.m)(kgf.m)

Capacity/RPM Capacity/1800RPM

*Special Order Ratio

※ The dry weight is the weight that excludes bell housing, coupling (rubber block, dual stage, Centa flexible) and propeller 

 coupling from the standard scope of supply.

※ The capacity for classification may differ from the capacity on the table, please contact our sales team.
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■ Standard Scope Of Supply
•Bell Housing (SAE 0)

•Centa Flexible Coupling (18")

•Propeller Coupling, Reamer Bolt

•Manual Control Valve

•Oil Cooler

•Cable Bracket

■ Options
•Manual Trolling Valve

•Electronic Control Valve(12V, 24V)

•Manual Trolling Valve + 

 Electronic Control Valve(12V, 24V)

•Mounting Bracket (Flat type, L type)

www.d-i.co.kr

*Special Order Ratio

※ The dry weight is the weight that excludes bell housing, coupling (rubber block, dual stage, Centa flexible) and propeller 

 coupling from the standard scope of supply.

※ The capacity for classification may differ from the capacity on the table, please contact our sales team.

DMT600DL

3.02*, 3.28*, 3.56, 4.07

4.48

4.95

6131

6023

5473

2200

2200

2200

0 1138

1549

1522

1383

0.860

0.845

0.768

1154

1135

1031

625

614

558

0.641

0.630

0.572

Model

HPHP kW

Ratio

kW

Max
Input
(RPM)

Bell 
Housing
(SAE)

DRY 
WEIGHT
(kg)

Max Input 
Torque

(N.m)(kgf.m)

Capacity/RPM Capacity/1800RPM

MARINE
TRANSMISSION
DMT600DL
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■ Standard Scope Of Supply
•Bell Housing (SAE 0)

•Centa Flexible Coupling (18")

•Propeller Coupling, Reamer Bolt

•Manual Control Valve

•Oil Cooler

•Cable Bracket

■ Options
•Manual Trolling Valve

•Electronic Control Valve(12V, 24V)

•Manual Trolling Valve + 

 Electronic Control Valve(12V, 24V)

•Mounting Bracket (Flat type, L type)

www.d-i.co.kr

*Special Order Ratio

※ The dry weight is the weight that excludes bell housing, coupling (rubber block, dual stage, Centa flexible) and propeller 

 coupling from the standard scope of supply.

※ The capacity for classification may differ from the capacity on the table, please contact our sales team.

DMT600BL

4.12, 4.48

5.11

5.62

5.91

6131

5758

5346

4895

2300

2300

2300

2300

0 1489

1549

1455

1350

1237

0.860

0.808

0.750

0.686

1155 

1085 

1007 

922

625

587

545

499

0.641 

0.602 

0.559 

0.512 

Model

HPHP kW

Ratio

kW

Max
Input
(RPM)

Bell 
Housing
(SAE)

DRY 
WEIGHT
(kg)

Max Input 
Torque

(N.m)(kgf.m)

Capacity/RPM Capacity/1800RPM

MARINE
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1.97, 2.57, .3.03, 3.46

*Special Order Ratio

※ The dry weight is the weight that excludes bell housing, coupling (rubber block, dual stage, Centa flexible) and propeller  

    coupling from the standard scope of supply. 

※ The capacity for classification may differ from the capacity on the table, please contact our sales team.

DMT140H 1275 2800 1, 2, 3 1853220.151 239130 0.112

Model

HPHP kW

Ratio

kW

Max
Input
(RPM)

Bell 
Housing
(SAE)

DRY 
WEIGHT
(kg)

Max Input 
Torque

(N.m)(kgf.m)

Capacity/RPM Capacity/1800RPM

■ Standard Scope Of Supply
•Bell Housing (SAE 1, 2, 3)

•Dual Stage Coupling(14" 11.5")

•Propeller Coupling, Reamer Bolt

•Manual Control Valve

•Oil Cooler

•Cable Bracket

■ Options
•Manual Trolling Valve

•D-Trolling Valve

•Electronic Control Valve(12V,24V)

•Manual Trolling Valve + Electronic Control Valve(12V,24V)

•Mounting Bracket (Flat type, L type)

www.d-i.co.kr
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■ DMT140H Dimensions
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